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OSIXO® I 25 RA IPA  
 

High efficient PTFE dispersion 
 

OSIXO® I 25 RA/IPA is a Dispersion of a wax like telomere of Polytetrafluorethylen in isopropanol. OSIXO® I 
25 RA/IPA is non oily, clean and dry. The PTFE-dispersion can be brushed, dipped and sprayed (paint gun 
or aerosol can). 
 
The product can be applied to various surfaces. It shows the following properties: 
 

1. extremely low coefficients of friction  
2. excellent peeling and antistick properties 

 
 Typical properties: 
 

General:  PTFE-telomer-solid:  
Solid content: 25 wt% Molecular weight: App. 3700 
Densitiy (25 °C): 0,85 g/cm3 Density (25 °C): 2,16 g/cm3 
Appearance: White Dispersion Softening point: 265 °C 
Particle size: Appr. 4 m Melting point (crystal): 300 °C 
  Hardness * 25 °C: 0,5 mm 
  * Needle penetration ASTM D 1321-57 T (5 sec., 400 g) 
    
Solvent:  
Name: isopropylalcohol 
Boiling point: 82 °C 
Freezing point: -86 °C 
Density (25 °C): 0,781 g/cm3 

 

 
 

OSIXO® I 25 RA IPA can be used with a variety of polar and unpolar solvents: 
 

Solvent Rating Solvent Rating 
    
isopropyl alcohol Excellent  Test fuels  Very good 
Methanol Very good  Dioxane Good 
Ethanol Very good CKW Poor 
Acetone Very good Water Poor 

 
Typical concentration of OSIXO® I 20 NE: 
 
OSIXO® I 25 RA/IPA rarely is used in a concentration of 20 %. It is typically used in the following 
concentrations: 
 
Aerosols 1 -    3,5 % 
Air spraying 1 -    3,5 % 
Plunge bath 4 -  10,0 % 
Painted 3 -    8,0 % 
 
 
More Information: 
H. Costenoble GmbH & Co. KG, Rudolf-Diesel-Straße 18, 65760 Eschborn GERMANY 
Tel.: +49 6173 9373-0, Fax: +49 6173 9373-30, Mail: service@costenoble.de, Internet: www.costenoble.de 


